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Legend HBR
Windsor’s finely crafted windows combine the traditional beauty of our Legend frame and low-maintenance aluminum clad 
sash with a stain-grade wood interior. 

Features and Benefits 
[1]  25-year CPVC warranty against rotting,  

warping, cracking or swelling 

[2]  Cellular PVC exterior with extruded clad 
sash 

[3]  Extruded aluminum in 23 standard colors, 
27 feature colors and eight anodized 
finishes; custom colors also available 

[4]  Architectural trim available in a variety  
of CPVC casing and sill options, providing 
a historically accurate appearance

[5]  Factory-applied trim details save 
significant time and cost 

[6]  Rough openings are identical to standard 
Legend windows, making it easy to mix 
and match on the same job

[7]  Standard EZ Tilt operation on both the  
top and bottom sash; both sashes tilt  
in for easy cleaning 

[8]  Block and tackle balance on standard 
EZ Tilt is quiet, secure and operates 
smoothly 

[9]  High-performance option available

Sizes
Available in hundreds of standard and 
custom sizes

Glazing
•  Windsor Glazing System provides 3/4"  

double pane insulated glass; Cardinal®  
LoE 366 glass standard; tinted, tempered, 
obscure and laminated glass available

•  Interior stop glazed with silicone
•  Custom and special glass types available

Exterior Trim
•  Units available with WM 180 brickmould,  

WM 180 brickmould with flange, 
Williamsburg, 3-1/2" flat, 4-1/2" backband, 
5-1/2" flat or plantation casing; double 
hung sill nose, 2" bull nose sill nose, belly 
sill nose, casement subsill, 2" casement 
subsill or half round/ellipse sill nose

Grilles
Casement and Awning
Windsor Divided Lite (WDL) = simulated divided lite
•  7/8" and 1-1/4" Perimeter Grille
•  7/8" and 1-1/4" Stick Grille
•  3/4" and 1" Profiled Inner Grille
•  13/16" Flat Inner Grille
•  7/8" and 1-1/4" Ogee WDL
•  5/8", 7/8", 1-1/4" and 2" Tall and 
    Short Putty WDL
•  5/8", 7/8", 1-1/4" and 2" Tall and Short  

Contemporary WDL
•  2" Simulated Check Rail
•   Standard and custom grille patterns 

available

Double Hung
Windsor Divided Lite (WDL) = simulated divided lite
•  7/8" and 1-1/4" Perimeter Grille
•  7/8" and 1-1/4" Stick Grille
•  3/4" and 1" Profiled Inner Grille
•  13/16" Flat Inner Grille
•  7/8" and 1-1/4" Ogee WDL
•  5/8", 7/8", 1-1/4" and 2" Short Putty WDL
•  5/8", 7/8", 1-1/4" and 2" Short 

Contemporary WDL
•  2" Simulated Check Rail (DH picture only)
•   Standard and custom grille patterns 

available

Sliding and Swinging Patio Door
Windsor Divided Lite (WDL) = simulated divided lite
•  7/8" and 1-1/4" Perimeter Grille
•  3/4" and 1" Profiled Inner Grille
•  13/16" Flat Inner Grille
•  7/8" and 1-1/4" Ogee WDL
•  5/8", 7/8", 1-1/4" and 2" Short Putty WDL
•  5/8", 7/8v, 1-1/4" and 2" Short 

Contemporary WDL
•  3-3/8" Simulated Mid Rail
•   Standard and custom grille patterns 

available 

Finishes
•   Interior – Available in Clear Select Pine 

– Primed: white or black 
– Painted: white, black or gray 
– Stained: 9 color options

•  Exterior – Clad products feature heavy- 
duty extruded aluminum cladding on  
sash and frame; primed products offer  
an assortment of traditional trim options

•  Patio door frames are primed wood

Clad Colors
All clad colors painted in-house with the 
highly durable AAMA 2604 standard finish, 
or upgrade to AAMA 2605 for the most 
challenging of environments
•  23 Standard Clad Colors available in 2604  

and 2605 finish
•  20 Feature Clad Colors available in 2604  

and 2605 finish (Custom color matching is  
also available)

•  7 Matte Clad Colors available in the 2604 
    finish only
•  8 anodized finishes

Window Hardware
Casement and double hung hardware 

available in champagne, white, bronze and 
black; optional finishes in faux bronze, oil 
rubbed bronze, satin nickel and bright brass

Sliding Patio Door Hardware
Contemporary or Euro handle available in 
white, brushed chrome, polished chrome, 
satin nickel, antique nickel, brass, antique 
brass, faux bronze, oil rubbed bronze and 
black (Euro not available in antique nickel)

Performance Ratings
For current performance ratings, visit our  
website at windsorwindows.com and click  
on "Professional Information" in the menu bar
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