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Revive Wood Clad Double Hung 
Pocket Replacement Window

Features and Benefits 
• ��Stainable and paintable natural wood  

interiors – Choose from Clear Select 
Pine, Natural Alder or Douglas Fir 

• �Sleek appearance and clean lines – 
Recessed lock, keeper and tilt latch won’t  
get in the way of your view

• �Low-maintenance exteriors – Heavy-
duty aluminum cladding protects the sash 
and pocket frame

• �Easy cleaning – EZ Tilt sash makes 
washing the outside glass more 
convenient

• �Concealed jambliner – Enhances 
window’s appearance with the warmth of 
wood on the interior and color-matched 
aluminum cladding on the exterior

• �Easy sash operation – Full-sized block 
and tackle balance system allows sash to 
smoothly glide open and closed 

• �Exceptional structural stability – Head 
frame corners are keyed, screwed and 
silicone-injected

• �Full- or half-screen options 

Sizes
Available in custom sizes

Glazing
• �3/4" inch double pane insulated glass 

comes standard with energy efficient 
Cardinal® LoE 366 coating; tinted, 
tempered, obscure and laminated  
glazing options available

• �Double glazing and interior wood stops 
lend superior strength and sealing against 
moisture and air

• �Custom and special glass types available
• �Preserve protective film optional

Grilles
Windsor Divided Lite (WDL) = simulated divided lite
• �7/8" and 1-1/4" Perimeter Grille
• �7/8" and 1-1/4" Stick Grille
• 3/4" and 1" Profiled Inner Grille
• �13/16" Flat Inner Grille
• �7/8" and 1-1/4" Ogee WDL
• �5/8", 7/8", 1-1/4" and 2" Short Putty WDL
• �5/8", 7/8", 1-1/4" and 2" Short 

Contemporary WDL
• �2" Simulated Check Rail (DH picture only)
• ��Standard and custom grille patterns 

available

Interior Trim and Accessories
• �11 trim profiles • �Stool and apron
• �7 interior stops • �Base shoe and cove
• �Rosettes

Finishes
• ��Interior – Available in Clear Select Pine, 

Douglas Fir or Natural Alder 
– Primed: white or black 
– Painted: white, black or gray 
– Stained: 9 color options

• �Exterior – Heavy-duty extruded aluminum  
cladding

Clad Colors
All clad colors painted in-house with the 
highly durable AAMA 2604 standard finish, 
or upgrade to AAMA 2605 for the most 
challenging of environments
• �24 Standard Clad Colors available in 2604  

�and 2605 finish
• �20 Feature Clad Colors available in 2604  

�and 2605 finish (Custom color matching 
is also available)

• �7 Matte Clad Colors available in the 2604 
   �finish only

Hardware
Double hung lock available in champagne, 
white, bronze and black; optional finishes in 
faux bronze, oil rubbed bronze, satin nickel 
and bright brass

Performance Ratings
For current performance ratings, visit  
our website at windsorwindows.com and 
click on "Professional Information" in the 
menu bar

Type Sill Angle Revive Replacement Unit (Frame Size) Existing Frame (Opening Size)

Min 
Width

Max 
Width

Min 
Height

Max 
Height

Min 
Width

Max 
Width

Min 
Height

Max 
Height

Wood Clad DH 
Operating

0-7 Degree
17-3/8" 47-3/8"

31-15/16" 95-7/8"
17-7/8" 47-7/8"

32-5/16" 96-1/4"

>7 Degree *31-5/16" *95-5/16" 31-11/16" 95-11/16"

Wood Clad DH 
Picture

0-7 Degree
16-3/4" 73-3/8"

19-11/16" 76-7/16"
17-1/4" 73-7/8"

20-1/16" 76-13/16"

>7 Degree *19-1/8" *75-13/16" 19-1/2" 76-3/16"

*For units with a sill angle >7 degrees, add 5/8" to inside frame height to calculate the outside or overall frame dimension height.


