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INSTALLATION NOTES:

1.

10.

11.

12.

13.

14.

15.

ONE (1) INSTALLATION ANCHOR IS REQUIRED AT EACH ANCHOR LOCATION
SHOWN.

THE NUMBER OF INSTALLATION ANCHORS DEPICTED IS THE MINIMUM
NUMBER OF ANCHORS TO BE USED FOR PRODUCT INSTALLATION OF THE
MAXIMUM SIZE LISTED.

INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A TOLERANCE OF +1/2
INCH BASED ON QUANTITIES IN DP CHARTS NOT TO EXCEED THE DEPICTED
LOCATION & SPACING IN THE ANCHOR LAYOUT DETAILS (I.E., WITHOUT
CONSIDERATION OF TOLERANCES). TOLERANCES ARE NOT CUMULATIVE FROM
ONE INSTALLATION ANCHOR TO THE NEXT

SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH LOAD BEARING
SHIM(S). MAXIMUM ALLOWABLE SHIM STACK TO BE 1/4 INCH. SHIM WHERE
SPACE OF 1/16 INCH OR GREATER OCCURS. SHIM(S) SHALL BE CONSTRUCTED
OF HIGH DENSITY PLASTIC OR BETTER.

THROUGH FRAME: FOR INSTALLATION INTO WOOD FRAMING USE #10
WOOD SCREWS OF SUFFICIENT LENGTH TO ACHIEVE 1 1/2 INCH MINIMUM
EMBEDMENT INTO WOOD SUBSTRATE.

THROUGH FRAME: FOR INSTALLATION THROUGH 1X BUCK TO

CONCRETE/MASONRY, OR DIRECTLY INTO CONCRETE/MASONRY, USE 1/4 INCH

DIAMETER ITW TAPCONS, ELCO ULTRACONS, ELCO CRETE-FLEX OR HILTI
KWIK-CON Il OF SUFFICIENT LENGTH TO ACHIEVE 1 1/4 INCH MINIMUM
EMBEDMENT.

THROUGH FRAME: FOR INSTALLATION INTO METAL STUD OR APPROVED
MULLION USE #10 GR. 5 SELF TAPPING SCREWS OF SUFFICIENT LENGTH TO
ACHIEVE A MINIMUM OF 3 THREADS PENETRATION BEYOND METAL FRAME
SUBSTRATE.

CLIP ANCHOR: FOR INSTALLATION INTO WOOD FRAMING USE (2) #8 WOOD
SCREWS PER CLIP OF SUFFICIENT LENGTH TO ACHIEVE 1 1/2" MINIMUM
EMBEDMENT INTO WOOD SUBSTRATE.

CLIP ANCHOR: FOR INSTALLATION INTO METAL STUD USE (2) #8 GR. 5
SELF-TAPPING SCREWS PER CLIP OF SUFFICIENT LENGTH TO ACHIEVE 3
THREADS MINIMUM PENETRATION BEYOND THE METAL STRUCTURE.

NAIL FIN: FOR INSTALLATION INTO WOOD FRAMING USE (1) #8 WOOD
SCREWS OR (1) 10D COMMON NAIL OR (1) 11 GAUGE ROOFING NAIL PER
LOCATION OF SUFFICIENT LENGTH TO ACHIEVE 1 1/2 INCH MINIMUM
EMBEDMENT INTO WOOD SUBSTRATE.

NAIL FIN: FOR INSTALLATION INTO METAL STUD OR APPROVED MULLION USE
#8 GR. 5 SELF TAPPING SCREWS OF SUFFICIENT LENGTH TO ACHIEVE A
MINIMUM OF 3 THREADS PENETRATION BEYOND METAL FRAME SUBSTRATE.

MINIMUM EMBEDMENT AND EDGE DISTANCE EXCLUDE WALL FINISHES,
INCLUDING BUT NOT LIMITED TO STUCCO, FOAM, BRICK VENEER, AND SIDING.

INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE MADE OF
CORROSION RESISTANT MATERIAL OR HAVE A CORROSION RESISTANT
COATING.

FOR HOLLOW BLOCK AND GROUT FILLED BLOCK, DO NOT INSTALL
INSTALLATION ANCHORS INTO MORTAR JOINTS. EDGE DISTANCE IS
MEASURED FROM FREE EDGE OF BLOCK OR EDGE OF MORTAR JOINT INTO
FACE SHELL OF BLOCK.

INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH ANCHOR
MANUFACTURER'S INSTALLATION INSTRUCTIONS, AND ANCHORS SHALL NOT
BE USED IN SUBSTRATES WITH STRENGTHS LESS THAN THE MINIMUM
STRENGTH SPECIFIED BY THE ANCHOR MANUFACTURER.

WINDSOR WINDOWS & DOORS

NEXT DIMENSION CLASSIC DOUBLE HUNG
(NON-HVHZ) (NON-IMPACT)

CONTINUED INSTALLATION NOTES:

16.

1.

INSTALLATION ANCHOR CAPACITIES FOR PRODUCTS HEREIN ARE

BASED ON SUBSTRATE MATERIALS WITH THE FOLLOWING

PROPERTIES:

. WOOD - MINIMUM SPECIFIC GRAVITY OF 0.55.

CONCRETE -MINIMUM COMPRESSIVE STRENGTH OF 3000 PSI.

GROUT-FILLED CMU- UNIT STRENGTH CONFORMS TO ASTM C-90

WITH MINIMUM COMPRESSIVE STRENGTH OF 2000 PSI AND

GROUT CONFORMS TO ASTM C 476, MINIMUM GROUT

COMPRESSIVE STRENGTH OF 2000 PSI.

D. HOLLOW BLOCK CMU - UNIT STRENGTH CONFORMS TO ASTM
C-90 WITH MINIMUM COMPRESSIVE STRENGTH OF 2000 PSI.

E. STEEL - MINIMUM YIELD STRENGTH OF 33 KSI. MINIMUM 18 GA.
WALL THICKNESS.

F. ALUMINUM - MINIMUM ALLOY 6063-T5. MINIMUM WALL
THICKNESS OF 1/8" (0.125").

oO®>

GENERAL NOTES:

THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED
TO COMPLY WITH THE CURRENT FLORIDA BUILDING CODE (FBC),
EXCLUDING HVHZ AND HAS BEEN EVALUATED ACCORDING TO THE
FOLLOWING:

¢ AAMA/WDMA/CSA 101/1.5.2/A440-11

ADEQUACY OF THE EXISTING STRUCTURAL CONCRETE/MASONRY
AND 2X FRAMING AS A MAIN WIND FORCE RESISTING SYSTEM
CAPABLE OF WITHSTANDING AND TRANSFERRING APPLIED PRODUCT
LOADS TO THE FOUNDATION IS THE RESPONSIBILITY OF THE
ENGINEER OR ARCHITECT OF RECORD FOR THE PROJECT OF
INSTALLATION.

1X AND 2X BUCKS (WHEN USED) SHALL BE DESIGNED AND
ANCHORED TO PROPERLY TRANSFER ALL LOADS TO THE STRUCTURE.
BUCK DESIGN AND INSTALLATION IS THE RESPONSIBILITY OF THE
ENGINEER OR ARCHITECT OF RECORD FOR THE PROJECT OF
INSTALLATION.

. THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC AND

MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC SITE. IF SITE
CONDITIONS CAUSE INSTALLATION TO DEVIATE FROM THE
REQUIREMENTS DETAILED HEREIN, A LICENSED ENGINEER OR
ARCHITECT SHALL PREPARE SITE SPECIFIC DOCUMENTS FOR USE WITH
THIS DOCUMENT IN NON-HVHZ AREAS.

APPROVED IMPACT PROTECTIVE SYSTEM IS REQUIRED ON THIS
PRODUCT IN AREAS REQUIRING IMPACT RESISTANCE.

WINDOW FRAME MATERIAL: VINYL

GLASS SHALL MEET THE REQUIREMENTS OF ASTM E 1300 GLASS
CHARTS. SEE SHEET 11 FOR GLAZING DETAILS.
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DESIGN PRESSURE TABLE

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

TYP. OVERALLSIZE|  pesien | FRAME INSTALLATION| ~ MISSILE
CONFIGURATION IMPACT
WIDTH | HEIGHT | PRESSURE TYPE METHOD RATING
+40/-40 PSF BRM
71.50" | 65.50" X/X-X/X
+45/-45 PSF| NON-BRM
+30/-30 PSF BRM
107.50" | 83.50" X/X-X/X-X/X
+35/-35 PSF| NON-BRM
+30/-30 PSF BRM
47.50" | 83.50" X/X
+30/-30 PSF| NON-BRM
+50/-50 PSF BRM THROUGH
35.50" | 71.50" X/X FRAME, NAIL [NON -IMPACT
+50/-50 PSF| NON-BRM FIN AND CLIP
+45/-45 PSF BRM
71.50" | 71.50" X/X-X/X
+45/-45 PSF| NON-BRM
+30/-30 PSF BRM
95.50" | 83.50" X/X-X/X
+30/-30 PSF| NON-BRM
+45/-45 PSF BRM
35.50" 65.5" X/X
+40/-40 PSF| NON-BRM
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UNIT MAX.
WIDTH 47.5"
MAX. D.L.O. —=

WIDTH 43.25"
A A A

MAX.

10" MAX.
0.CTYP
W
10" MAX. T
O.C. TYP e
W
Vi
o
1 Vi
4" MAX. FROM
CORNERS TYP f . . | i

/D \SASH

41.

50"

C C C
4 5 6
SASH MAX
WIDTH 44.25"
TYPICAL ELEVATION
NEXT DIMENSION CLASSIC DOUBLE HUNG
| UNIT MAX.
WIDTH 95.5"
MAX. D.L.0.
WIDTH 40.625"
A A A
7 A8
37.875"
MAX. D.L.O
HEIGHT
UNIT MAX.
HEIGHT
835"
37.875"
MAX. D.L.OY
HEIGHT

SASH
40.

50"

(@]

(@)

WIDTH 44.25"

TYPICAL ELEVATION

\ NEXT DIMENSION CLASSIC 2-WIDE DOUBLE HUNG

L; MAX. D.L.O.
WIDTH 40.625" T
SASH MAX. ;

oo

MAX.
HEIGHT

10" MAX]
0.CTYP

MAX.
HEIGHT

10" MAX. 4" MAX. FROM
O.CTYP CORNERS TYP

ANCHOR LAYOUT

NAIL FIN INSTALLATION

10" MAX.
O.CTYP

4" MAX. FROM
CORNERS TYP

14" MAX. 4" MAX. FROM
O.CTYP CORNERS TYP

4" MAX. FROM

CORNERS TYP

4" MAX. FROM
CORNERS TYP

14" MAX.

O.CTYP

ANCHOR LAYOUT

4" MAX. FROM
CORNERS TYP

iy

SCREW OR CLIP INSTALLATION

14" MAX. 4" MAX. FROM
0.CTYp CORNERS TYP

4" MAX. FROM
CORNERS TYP

10" MAX.
O.CTYP

ANCHOR LAYOUT

4" MAX. FROM
CORNERS TYP

NAIL FIN INSTALLATION

14" MAX.
O.CTYP

ANCHOR LAYOUT

SCREW OR CLIP INSTALLATION
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[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC]
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]}
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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14" MAX.
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aa PH: (515)223-6660 FAX: (515)224-1938
38.875" ﬂﬂ SASH MAX. [ J
X" O S 2
MAX. Oi© MAX. D.L.O. %v HEGHT ~ox S| 2 :
WIDTH 28.625" /DY DY ' 562s = Gog i
\L A5/ 223 & C5755%
UNIT MAX. \Y4 iL,0 3 Szzhis
HEIGHT i =2z Z 2 025383
83 (BB 0OF = | Z:zz::t
FOXI w Os8z= &
ua 50z 3 = u g
37875"  (BY'BN SASH MAX. z22 £ |.2°%
MAX.D.LO. 6 K 7/ =
HEIGHT <> 41.50" 22 |2
BY B JZ2 & |8
P ; -z
- &
pE=—=—=—— = &
MAX. D.L.O.
WAX. DLO.., - ~N TN REMARKS BY [ DATE
SASH MAX. 3 6 A7 A8 A9
=~ WIDTH 32.25"
NEXT DIMENS|ON CLASSIC 3-WIDE DOUBLE HUNG [THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(]
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SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
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SEALANT BETWEEN
CONCRETE/ MASONRY & 2X
WOOD BUCK BY OTHERS
#10 WOOD SCREW
INSTALLATION ANCHOR

CONCRETE/MASONRY BY OTHERS
2X WOOD BUCK

3/4" MIN
EDGE DISTANCE

BY OTHERS T ~ 11/2"MIN
EXTERIOR FINISH . EMBEDMENT
BY OTHERS
PERIMETER SEALANT )
BY OTHERS 1/4" MAX.
SHIM SPACE
EXTERIOR | INTERIOR
0.A. WINDOW |
HEIGHT SEE GLAZING |
DETAIL, |
PAGE 11 :
|
1
\4/ HEAD - 2X WOOD BUCK
THROUGH FRAME INSTALLATION
! W
|
EXTERIOR I INTERIOR
EXTERIOR | P INTERIOR
/
|
SEE GLAZING (
0.A. WINDOW
LEIGHT DETAIL "\
PAGE 11 1/4" MAX. _
SHIM SPACE
L
v —
PERIMETER SEALANT 7"
BY OTHERS [
INSTALLATION CLIP
1N [ 11/2"MIN.
EXTERIOR FINISH__—" ["" EMBEDMENT
BY OTHERS
2X FRAMING )
BY OTHERS 3/4" MIN.
SHEATHING #8 WOOD SCREW EDGE DISTANCE
oV OTHERS INSTALLATION
ANCHORS
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NOTE:

INSTALLATION AT SILL SHALL USE
CLIPS. THROUGH FRAME
INSTALLATION NOT PERMITTED.

/C\ VERTICAL SECTION
\4/ SILL - 2X FRAMING

CLIP FRAME INSTALLATION

3 THREADS MIN.
PENETRATION BEYOND
STEEL STRUCTURE

INTERIOR DETAIL
J PAGE 11

1/4" MAX.
SHIM SPACE

SEE GLAZING

L ] X
) \
e H
— /
#10 GR. 5 SELF-TAPPING SCREW/ LT —~— =
INSTALLATION ANCHOR l/ T
METAL SUBRSTRATE = /‘\_
BY OTHERS -7 BEE';EILLAZ'NG
SHEATHING EXTERIOR o o
BY OTHERS
EXTERIOR FINISH A WINDOW
BY OTHERS WIDTH
PERIMETER SEALANT
BY OTHERS
\4/ JAMB - STEEL STUD FRAME
THROUGH FRAME INSTALLATION
13" MIN
/2" MAX EMBEDMENT
SHIM SPACE = -
e e
SEALANT BETWEEN
CONCRETE/ MASONRY & 1X
SEE GLAZING INTERIOR WOOD BUCK BY OTHERS
DETAIL 1/4" CONCRETE
PAGE 11 INSTALLATION ANCHOR,
-~ SEE INSTALLATION
______ {7 - NOTE 6, PAGE 1
\\ ‘
< / 2 1/2" MIN.
! EDGE DISTANCE
\\ - ?
SEE GLAZING /
DETAIL
PAGE 11 CONCRETE/MASONRY
EXTERIOR BY OTHERS
0.A WINDOW (1())(PV_I\_/I(CJ)(,3]2LE;UCK BY OTHERS
WIDTH
EXTERIOR FINISH
D\ HORIZONTAL SECTION BY OTHERS
PERIMETER SEALANT
\ 4/  JAMB-1XBUCKTO CONCRETE/MASONRY BY OTHERS

THROUGH FRAME INSTALLATION
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THROUGH FRAME INSTALLATION SECTIO

TITLE:
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[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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3 THREADS MIN 1/a" MAX.
- SHIM SPACE
SEALANT BETWEEN PENETRATION BEYOND
\WOOD BUCK BY OTHERS INSTALLATION ANCHORS : - INTERIOR
CONCRETE/MASONRY BY OTHERS /mnuw)
11/2" MIN. 1/2" MIN. J
EXTERIOR FINISH ] T /__[{‘_PAG_IE i1
. n N
BY OTHERS #tog  3/ATMIN #8 GR. 5 SELF-TAPPING SCREW ) F \
INSTALLATION CLIP i EDGE DISTANCE INSTALLATION ANCHOR y T
PERIMETER e ! METAL SUBSTRATE—____ | =7 S
..................... BY OTHERS / | \T—
\ | SHEATHING a\| ) 1IN
BY OTHERS % = //\_
1/4" MAX. _| EXTERIOR FINISH —— 0 5y - BEE';EILLAZ'NG
SEE GLAZING #gxs/gr  SHIMSPACE BY OTHERS S PAGE 11
#8 X 5/8"
0.A. WINDOW DETAIL SCREWS
0.A. WINDOW
EXTERIOR : INTERIOR wiotH | —————
|
JAMB - STEEL STUD FRAME
/i-\\ VERTICAL SECTION @ ALTERNATE CLIP INSTALLATION
HEAD - 2X WOOD BUCK
@ STANDARD CLIP INSTALLATION
3/4" MIN.
SEE GLAZING EDGE DISTANCE
! A DETAIL INSTALLATION CLIP
| 1/4" MAX.
: A< PAGE 11 SHIM SPACE 2X FRAMING BY OTHERS
\ /_
| [ INTERIOR #8 WOOD SCREW
O'AH\E’YQT_'DTOW | \ T/ INSTALLATION
#8 X 5/8" . SEE GLAZING ANCHORS
SCREWS | 1/4" MAX. DETAIL
g SHIM SPACE PAGE 11
X
——t ______ 11/2" MIN.
PERIMETER SEALANT r EMBEDMENT
BY OTHERS
INSTALLATION CLIP < L 11/2' MIN B
EXTERIOR FINISH . EMBEDMENT -
2X WOOD BUCK 3/4" MIN. EXTERIOR X ?
BY OTHERS #8 WOOD SCREW EDGE DISTANCE SEE GLAZING
CONCRETE/MASONRY INSTALLATION SHEATHING BY OTHERS
ANCHORS DETAIL SCREWS
BY OTHERS PAGE 11 oA WINDOW EERAI_\I_/I:I'EI':E SEALANT
SEALANT BETWEEN WIDTH ™
CONCRETE/ MASONRY & 2X
WOOD BUCK BY OTHERS m VERTICAL SECTION /D\ HORIZONTAL SECTION
SILL- 2X WOOD BUCK 5 JAMB - 2X FRAMING
@ ALTERNATE CLIP INSTALLATION U STANDARD CLIP INSTALLATION
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\6/

SILL - STEEL STUD FRAME
NAIL FIN INSTALLATION

) 1/4" MAX.
1/2" MIN. SHIM SPACE
EDGE DISTANCE
11/2" MIN. SEALANT BETWEEN
EMBEDMENT CONCRETE/ MASONRY & 2X
INTERIOR
CONCRETE/MASONRY BY OTHERS WOOD BUCK BY OTHERS #8 GR. 5 SELF-TAPPING SCREW [NTERIOR
INSTALLATION ANCHOR
2X WOOD BUCK
SEE GLAZING
BY OTHERS METAL SUBRSTRATE DETAIL
EXTERIOR FINISH BY OTHERS [ PACE 11
BY OTHERS o, L
#8 WOOD SCREW OR St 3/4"MIN. \ —\
S EDGE DISTANCE \
11 GAUGE ROOFING NAIL | 3 THREADS MIN 1\ LEIL
PENETRATION BEYOND %
PERIMETER SEALANT METAL STRUCTURE £ N <
BY OTHERS ¢
— L,
SHEATHING—/(QE 3
yavax. | BY OTHERS ot = ]
SHIM SPACE EXTERIOR FINISH
BY GTHERS SEE GLAZING
0.A. WINDOW DETAIL,
HEIGHT SEE GLAZING CAULK BETWEEN FIN & SHEATHING PAGE 11
DETAIL
S PERIMETER SEALANT EXTERIOR
PAGEIL BY OTHERS —
EXTERIOR | INTERIOR 0.A. WINDOW
- WIDTH
\_GJ JAMB - STEEL STUD FRAME
/AN VERTICAL SECTION NAIL FIN INSTALLATION
HEAD - 2X WOOD BUCK ;
\GJ NAIL FIN INSTALLATION 3/4" MIN.
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| /A SHIM SPACE 2X FRAMING BY OTHERS
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| DETAIL, #8 WOOD SCREW OR
: PAGE 11 / 10D COMMON NAIL OR
0.A WINDOW S reRIOR | NTERIOR 11 GAUGE ROOFING NAIL
HEIGHT — | E— SEE GLAZING
; DETAIL,
1/4" MAX. PAGE 11 \
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I/ c—| \ *
I
= \ |l.@ /PP 11/2" MIN.
PERIMETER SEALANT < BN EMBEDMENT
BY OTHERS ) 7 = u
#8 GR. 5 SELF-TAPPING SCREW é@ngé EDGE (M e ?
INSTALLATION ANCHOR \
N R SHEATHING
EXTERIORFINISH A1 A o sl 2 ~ ] BY OTHERS
BY OTHERS 3 THREADS MIN. SEE GLAZING PERIMETER SEALANT
PENETRATION BEYOND EXTERIOR DETAIL
CAULK BETWEEN FIN & SHEATHING METAL STRUCTURE E— PACE 11 BY OTHERS
METAL STUD BY 0.A. WINDOW E)\;TcETRLCéisF INISH
OTHERS WIDTH
SHEATHING /C\ HORIZONTAL SECTION D\ HORIZONTAL SECTION
BY OTHERS
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NAIL FIN INSTALLATION
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2 WINDSOR

A Woodgrain Millwork Company

WINDSOR WINDOWS
& DOORS

900 S. 19TH STREET.
WEST DES MOINES, IA 50265
PH: (515)223-6660 FAX: (515)224-1938

DANIA BEACH, FL 33004
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

(BRICKMOULD)
BUILDING DROPS, INC.

ITLE
PREPARED BY

NEXT DIMENSION
398 E. DANIA BEACH BLVD., STE. 338

CLASSIC DOUBLE HUNG
(NON-HVHZ)(NON-IMPACT)

NAIL FIN INSTALLATION SECTIONS

REMARKS BY | DATE

JTHE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(]
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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2X WOOD BUCK

3/4" MIN
EDGE DISTANCE
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2y 140
ver—7Pdwgs\fi4878\
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PERIMETER SEALANT
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de-ch:
de-change{

B

INSTALLATION CLIP

20-0917-fb

EXTERIOR FINISH

0| BY OTHERS
3 2X FRAMING
BY OTHERS
® SHEATHING
BY OTHERS
2 | note:

9 INSTALLATION AT SILL SHALL USE
;| CLIPS. THROUGH FRAME
INSTALLATION NOT PERMITTED.

N

BY OTHERS R 11/2" MIN
EXTERIOR FINISH R ] EMBEDMENT
BY OTHERS
PERIMETER SEALANT————__[/--ooos )
BY OTHERS 1/4" MAX.
{ SHIM SPACE
EXTERIOR \ INTERIOR
0.A. WINDOW = !
HEIGHT SEE GLAZING N >
DETAIL 1, —/r NI
PAGE 11 |
|
|
' v
\7/ HEAD - 2X WOOD BUCK
THROUGH FRAME INSTALLATION
—
|
|
! EXTERIOR : e INTERIOR
SEE GLAZINGl/{\
0.A. WINDOW PE\EGTEA'lLl'I
. HEIGHT ‘ 1/4" MAX.

SHIM SPACE —l

?

11l L 11/2" MIN.
I EMBEDMENT
b1
3/4" MIN.
#8 WOOD SCREW EDGE DISTANCE
INSTALLATION
ANCHORS

/C\ VERTICAL SECTION

\7/ SILL - 2X FRAMING

CLIP FRAME INSTALLATION

3 THREADS MIN.
PENETRATION BEYOND

1/4" MAX.

SHIM SPACE

STEEL STRUCTURE

#10 GR. 5 SELF-TAPPING SCREW/

INTERIOR

SEE GLAZING

DETAIL,
PAGE 11

INSTALLATION ANCHOR
METAL SUBRSTRATE
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SHEATHING—"  ATinizzi| e — — — — —
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EXTERIOR FINISH ExterRioR 1AL
BY OTHERS
PERIMETER SEALANT 0.4 WINDOW
WIDTH
\7/ JAMB - STEEL STUD FRAME
THROUGH FRAME INSTALLATION
13" MIN
EMBEDMENT
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SHIM SPACE I .
yoiv
SEALANT BETWEEN
CONCRETE/ MASONRY & 1X
SEE GLAZING INTERIOR WOOD BUCK BY OTHERS
DETAIL 1/4" CONCRETE
PAGE 11 INSTALLATION ANCHOR,
SEE INSTALLATION
NOTE 6, PAGE 1
S e 21/2" MIN.
= ARG EDGE DISTANCE
SEE GLAZING /
DETAIL, CONCRETE/MASONRY
PAGE 11 EXTERIOR BY OTHERS
1X WOOD BUCK BY OTHER
O.A.WINDOW ___,| (OPTI(O)(RIAL)UC OTHERS
WIDTH
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EXTERIOR FINISH
BY OTHERS
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900 S. 19TH STREET.
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PH: (515)223-6660 FAX: (515)224-1938

NS

DANIA BEACH, FL 33004
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

BUILDING DROPS, INC.

PREPARED BY

398 E. DANIA BEACH BLVD., STE. 338

NEXT DIMENSION

CLASSIC DOUBLE HUNG

(NON-HVHZ)(NON-IMPACT)
(NON-BRICKMOULD)

THROUGH FRAME INSTALLATION SECTIO

TITLE:

REMARKS BY | DATE

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

e
Y AW x\N073778
7yl DRQRS, WE
398 E. DAﬁ/ySEl\t% LVD. #338
DANIA BEACH, FL 33004
FBPE CERT. OF AUTHORIZATION No. 29578

" FL14878

pate: 11.16.20

DWG. BY: CHK. BY:

NUS HEN
NTS

SCALE:

owa.# \WWD064

SHEET:

OFllj




1/7/2021 4:16 PM

s:\projects\windsor windows and doors\cc-20-0917-fbc code change (ver. 7)\dwgs\fl14878\wwd064.dwg

1/4" MAX.
1/2" MIN. SHIM SPACE
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2X WOOD BUCK INTERIOR
BY OTHERS METAL SUBRSTRATE -
EXTERIOR FINISH BY OTHERS SEE GLAZING
BY OTHERS . DETAIL
#8 WOOD SCREW OR Gt 3/4"MIN. \ / PAGE 11
10D COMMON NAIL OR we EDGE DISTANCE -~
; 3 THREADS MIN. A
11 GAUGE ROOFING NAIL PENETRATION BEYOND i — \“
PERIMETER SEALANT METAL STRUCTURE q I |
BY OTHERS = Ny
........... = =] — N <
SHEATHING—/QE SEEEE . X
1/4" MAX. BY OTHERS otk ‘
\ SHIM SPACE EXTERIOR FINISH iy i //
oa winoow  seeclazing LIS ) BY OTHERS T eteoame
HEIGHT DETAIL1, > CAULK BETWEEN FIN & SHEATHING
page1l | NL7 DETAIL,
I PERIMETER SEALANT PAGE 11
EXTERIOR | INTERIOR BY OTHERS EXTERIOR
E— | E—— 0.A. WINDOW
WIDTH
\9/ JAMB - STEEL STUD FRAME
m VERTICAL SECTION NAIL FIN INSTALLATION
HEAD - 2X WOOD BUCK .
w NAIL FIN INSTALLATION 3/4" MIN.
EDGE DISTANCE
1/4" MAX.
SH,{V, SPACE / 2X FRAMING BY OTHERS
EXTERIOR SEEGLAZING o ei0R #8 WOOD SCREW OR
I EEI:‘AE”ill —_— 10D COMMON NAIL OR
O.A WINDOW 11 GAUGE ROOFING NAIL
HEIGHT INTERIOR
1/4" MAX.
SHIM SPACE SEE GLAZING
DETAIL 1, ‘
PAGE 11’\ -
= e 11/2" MIN.
PERIMETER SEALANT : : EMBEDMENT
BY OTHERS \ ) \
#8 GR. 5 SELF-TAPPING SCREW 1/2" MIN. EDGE < —= f
DISTANCE v
INSTALLATION ANCHOR 7
EXTERIOR FINISH L SHEATHING
BY OTHERS
BY OTHERS 3 THREADS MIN. \ PERIMETER SEALANT
PENETRATIONBEYOND L > —
CAULK BETWEEN FIN & SHEATHING METAL STRUCTURE BY OTHERS
METAL STUD BY 0.A. WINDOW EXTERIOR FINISH
OTHERS HOR'ZONTAL SECTION EXTERIOR WIDTH BY OTHERS
SHEATHING SILL - STEEL STUD FRAME

2 WINDSOR

A Woodgrain Millwork Company

WINDSOR WINDOWS
& DOORS

900 S. 19TH STREET.
WEST DES MOINES, IA 50265
PH: (515)223-6660 FAX: (515)224-1938

— .
5¢ | g,
< 8 Z s £
209 o~ ~E<r S
oz = &3 H-FEE
n2DT =D Ozj;'&g
ZIT Z 09 2593 s
w [o == Q3dzans
! =c 2 2FT3
=232 36 CEEEEE
~ - 2= <<
cQ% 53| §25%%;
= L =
xa> z3 2u° 8
zoT =2 o8
nZZ o =)
Lo - ®
S22 |3
= &
= I~
a.

REMARKS BY | DATE

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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EXTERIOR

SEE GLAZING
DETAIL,
SEE GLAZING PAGE 11
DETAIL,
PAGE 11

/A HORIZONTAL SECTION
\l(y MEETING RAIL

INTERIOR

INTERIOR

1/2"

EXTERIOR

/B VERTICAL MULLION
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DANIA BEACH, FL 33004
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FAX: (954)744.4738
WEB: www.buildingdrops.com
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CLASSIC DOUBLE HUNG
BUILDING DROPS, INC.

ITLE
PREPARED BY

(NON-HVHZ)(NON-IMPACT)
MEETING RAIL DETAILS

REMARKS BY | DATE
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[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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3/16" DOUBLE
SIDED TAPE

EXTERIOR

3/4" O.A. THICKNESS
INSULATED GLASS

INTERIOR

IG SPACER

SETTING
BLOCK

GLAZING DETAIL 1

2 WINDSOR

A Woodgrain Millwork Company

WINDSOR WINDOWS
& DOORS

900 S. 19TH STREET.
WEST DES MOINES, IA 50265
PH: (515)223-6660 FAX: (515)224-1938

NEXT DIMENSION
CLASSIC DOUBLE HUNG
398 E. DANIA BEACH BLVD., STE. 338
DANIA BEACH, FL 33004
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

GLAZING DETAIL
BUILDING DROPS, INC.

ITLE
PREPARED BY

(NON-HVHZ)(NON-IMPACT)

REMARKS BY | DATE

GLAZING NOTES:

1.

GLASS TYPE & THICKNESS SHALL COMPLY WITH ASTM E1300
REQUIREMENTS AS WELL AS APPLICABLE SAFETY GLAZING
REQUIREMENTS PER THE IBC/IRC. TEMPER AND SAFETY GLAZING
REQUIREMENTS SHALL BE REVIEWED ON A SITE SPECIFIC BASIS.

SETTING BLOCK DUROMETER HARDNESS OF 70-90 (SHORE A).

SETTING BLOCKS TO BE LOCATED AT 1/4 SPAN LENGTH FOR GLASS
WIDER THAN 36".

DESIGN PRESSURES MAY NOT EXCEED MAX VALUES IN DESIGN PRESSURE
TABLE ON SHEET 1.

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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